





	IP150 Internet Module
	Description
	Before You Begin
	Figure 1: IP Communication Overview
	Connecting and Installing the IP150
	To connect and install the IP150:
	1) Connect the 4-pin serial cable between the panel’s serial connector and the IP150’s panel connector (see Right Side View i
 Figure 2).
	2) Connect the Ethernet cable between the router and the IP150’s network connector (see Left Side View in Figure 2).
	3) The onboard LEDs will illuminate to indicate the IP150’s status (see Front View in Figure 2).
	4) Clip the IP150 to the top of the metal box (see Metal Box Installation in Figure 2).


	LED Indicators
	Reset IP150 to Default
	IP Reporting
	Setting Up IP Reporting
	1) Ensure that the panel’s report code format is set to Ademco Contact ID: MG/SP/E: section [810] EVO: section [3070]
	2) Enter the IP reporting account numbers (one for each partition): MG/SP/E: section [918] / [919] EVO: section [2976] to [2983]
	3) I n the General IP Options section, set up IP line monitoring options and dialer options, and ensure IP reporting is enabled (see the following tables).
	4) Enter the monitoring station’s IP address(es), IP port(s), receiver password(s), and security profile(s) (information must be obtained from the monitoring station).
	5) Register the IP150 module with the monitoring station. To register, enter the sections below and press [arm]. The registration status is displayed as well as any registration errors.

	Remote Access
	Step 1: Setting up the Router
	1) Ensure that the router is connected properly as indicated in the router’s instructions.
	2) Access your router’s configuration page. Refer to your router’s manual for the exact procedure. In most cases, this is done by entering the router’s static IP address in the address bar of your Web browser. For this instance, we will use 192...
	3) In the router’s configuration page, check the DHCP settings (screenshot below may differ depending on type of router used).
	4) In the router’s configuration page, go to the Port Range Forwarding section (also known as “port mapping” or “port redirec	ion.”) Add a service/item, set the Port to 80 and enter the static IP address selected in the previous step for th...

	Step 2: Configuring the IP150
	1) Using a computer connected to the same network as the IP150, open the Paradox IP Exploring Tools.
	2) Click Find It. Your IP150 appears in the list.
	3) Right-click your IP150 and select Module setup, see screenshot below. Enter the static IP address you recorded in Step 1.3 or modify the address so that it corresponds to the one you have selected for the IP150. Enter the IP150’s password (defau...
	4) Set any additional information such as port, subnet mask, etc. To find this information, click Start > Programs > Accessories > Command Prompt. Enter command: IPCONFIG /ALL (with space after IPCONFIG).
	1) Go to www.paradoxmyhome.com, click Request Login and provide the requested information.
	2) Start the Paradox IP Exploring Tools software and right-click the IP150.
	3) Select Register to ParadoxMyHome.
	4) Enter the requested information. Enter a unique SiteID for the module.
	5) When registration is complete, you can access the IP150 page by going to: www.paradoxmyhome.com/[SiteID]
	1) Enter the IP address assigned to the IP150 in the address bar of your Web browser. If you have used a port other than port 80, you must add [: port number] at the end. (For example, if the port used is 81, the IP address entered should look like t...⤾㹥湤潢樲〹‰⁯扪㰼⽄敳琨䜱〰㤹㜸⤯乥硴′〸‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′㄰‰⁒⽔楴汥⣾＀㔀⤀ 圀栀攀渀 爀攀最椀猀琀爀愀琀椀漀渀 椀猀 挀漀洀瀀氀攀琀攀Ⰰ 礀漀甀 挀愀渀 愀挀挀攀猀猀 琀栀攀 䤀倀㄀㔀　 瀀愀最攀 戀礀 最漀椀渀最 琀漀㨀 眀眀眀⸀瀀愀爀愀搀漀砀洀礀栀漀洀攀⸀挀漀洀⼀嬀匀椀琀攀䤀䐀崩㸾敮摯扪㈱〠〠潢樼㰯䑥獴⡇㄰〹㤷㜩⽎數琠㈰㤠〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈱ㄠ〠刯呩瑬攨﻿4) Enter the requested information. Enter a unique SiteID for the module.⤾㹥湤潢樲ㄱ‰⁯扪㰼⽄敳琨䜱〰㤹㜶⤯乥硴′㄰‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′ㄲ‰⁒⽔楴汥⣾＀㌀⤀ 匀攀氀攀挀琀 刀攀最椀猀琀攀爀 琀漀 倀愀爀愀搀漀砀䴀礀䠀漀洀攀⸩㸾敮摯扪㈱㈠〠潢樼㰯䑥獴⡇㄰〹㤷㔩⽎數琠㈱ㄠ〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈱㌠〠刯呩瑬攨﻿2) Start the Paradox IP Exploring Tools software and right-click the IP150.⤾㹥湤潢樲ㄳ‰⁯扪㰼⽄敳琨䜱〰㤹㜴⤯乥硴′ㄲ‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′ㄴ‰⁒⽔楴汥⣾＀㄀⤀ 䜀漀 琀漀 眀眀眀⸀瀀愀爀愀搀漀砀洀礀栀漀洀攀⸀挀漀洀Ⰰ 挀氀椀挀欀 刀攀焀甀攀猀琀 䰀漀最椀渀 愀渀搀 瀀爀漀瘀椀搀攀 琀栀攀 爀攀焀甀攀猀琀攀搀 椀渀昀漀爀洀愀琀椀漀渀⸩㸾敮摯扪㈱㐠〠潢樼㰯䑥獴⡇㄰〹㔶㐩⽎數琠㈱㌠〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈱㔠〠刯呩瑬攨﻿4) Set any additional information such as port, subnet mask, etc. To find this information, click Start > Programs > Accessories > Command Prompt. Enter command: IPCONFIG /ALL (with space after IPCONFIG).⤾㹥湤潢樲ㄵ‰⁯扪㰼⽄敳琨䜱〰㜱㜲⤯乥硴′ㄴ‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′ㄶ‰⁒⽔楴汥⣾＀㌀⤀ 刀椀最栀琀ⴀ挀氀椀挀欀 礀漀甀爀 䤀倀㄀㔀　 愀渀搀 猀攀氀攀挀琀 䴀漀搀甀氀攀 猀攀琀甀瀀Ⰰ 猀攀攀 猀挀爀攀攀渀猀栀漀琀 戀攀氀漀眀⸀ 䔀渀琀攀爀 琀栀攀 猀琀愀琀椀挀 䤀倀 愀搀搀爀攀猀猀 礀漀甀 爀攀挀漀爀搀攀搀 椀渀 匀琀攀瀀 ㄀⸀㌀ 漀爀 洀漀搀椀昀礀 琀栀攀 愀搀搀爀攀猀猀 猀漀 琀栀愀琀 椀琀 挀漀爀爀攀猀瀀漀渀搀猀 琀漀 琀栀攀 漀渀攀 礀漀甀 栀愀瘀攀 猀攀氀攀挀琀攀搀 昀漀爀 琀栀攀 䤀倀㄀㔀　⸀ 䔀渀琀攀爀 琀栀攀 䤀倀㄀㔀〠ᤀ猀 瀀愀猀猀眀漀爀搀 ⠀搀攀昀愀甀⸀⸀⸩㸾敮摯扪㈱㘠〠潢樼㰯䑥獴⡇㄰〷ㄶ㠩⽎數琠㈱㔠〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈰㐠〠刯呩瑬攨﻿2) Click Find It. Your IP150 appears in the list.⤾㹥湤潢樲ㄷ‰⁯扪㰼⽄敳琨䜱〰㘵㘰⤯乥硴′㈰‰⁒⽐慲敮琠ㄸ㔠〠刯呩瑬攨﻿1) Ensure that the router is connected properly as indicated in the router’s instructions.⤾㹥湤潢樲ㄸ‰⁯扪㰼⽄敳琨䜱〲〲㘱⤯偡牥湴‱㠵‰⁒⽐牥瘠㈱㤠〠刯呩瑬攨﻿4) In the router’s configuration page, go to the Port Range Forwarding section (also known as “port mapping” or “port redirec	ion.”) Add a service/item, set the Port to 80 and enter the static IP address selected in the previous step for th...⤾㹥湤潢樲ㄹ‰⁯扪㰼⽄敳琨䜱〰㜸㜷⤯乥硴′ㄸ‰⁒⽐慲敮琠ㄸ㔠〠刯偲敶′㈰‰⁒⽔楴汥⣾＀㌀⤀ 䤀渀 琀栀攀 爀漀甀琀攀爠ᤀ猀 挀漀渀昀椀最甀爀愀琀椀漀渀 瀀愀最攀Ⰰ 挀栀攀挀欀 琀栀攀 䐀䠀䌀倀 猀攀琀琀椀渀最猀 ⠀猀挀爀攀攀渀猀栀漀琀 戀攀氀漀眀 洀愀礀 搀椀昀昀攀爀 搀攀瀀攀渀搀椀渀最 漀渀 琀礀瀀攀 漀昀 爀漀甀琀攀爀 甀猀攀搀⤀⸩㸾敮摯扪㈲〠〠潢樼㰯䑥獴⡇㄰〷㌱㤩⽎數琠㈱㤠〠刯偡牥湴‱㠵‰⁒⽐牥瘠㈱㜠〠刯呩瑬攨﻿2) Access your router’s configuration page. Refer to your router’s manual for the exact procedure. In most cases, this is done by entering the router’s static IP address in the address bar of your Web browser. For this instance, we will use 192...⤾㹥湤潢樱‰⁯扪㰼⽃潮瑥湴猠㌠〠刯䍲潰䉯硛〠〠ㄲ㈴‷㤲崯䵥摩慂潸嬰‰‱㈲㐠㜹㉝⽐慲敮琠㄰㐠〠刯剥獯畲捥猠㈠〠刯副瑡瑥‰⽔祰支偡来㸾敮摯扪㈠〠潢樼㰯䕸瑇却慴攼㰯䝓ㄠㄱ㠠〠刾㸯䙯湴㰼⽆ㄠㄱ㈠〠刯䘲‱ㄳ‰⁒⽆㐠ㄲ㤠〠刯䘵‱㌸‰⁒㸾⽐牯捓整嬯偄䘯呥硴⽉浡来䍝⽘佢橥捴㰼⽉洱㌠㐠〠刯䥭ㄴ‵‰⁒⽉洱㔠㘠〠刯䥭ㄶ‷‰⁒⽉洱㜠㠠〠刯䥭ㄸ‹‰⁒⽉洱㤠㄰‰⁒⽉洲〠ㄱ‰⁒⽉洲ㄠㄲ‰⁒㸾㸾敮摯扪㌠〠潢樼㰯䙩汴敲⽆污瑥䑥捯摥⽌敮杴栠ㄱ㌹〾㹳瑲敡洊棞�孳뇮ﯼ諵ࢤ䒊렃穈핸⸞ễ꺔鴇蠄⧬℁騀┱Ａ�從笭肤㓉�놫䘠냮ꮯ彷彾יּカ㞷꼮�☰럋埙듈춌ﻇ䎔騬饍폔�廍쳪해㘋⍳㭿㗡⟪⿺엷❅䱳辧臗㓲䱿徙鴟蛓쉫﵉㒽緯�貚瓾⒤仝ꍦ䦿ኯꙿ㍯ꔝ眥髴㻽⍟汫뎥龑埲�
	2) Enter your alarm system’s User Code and IP150 user password (default: paradox).
	1) Go to www.paradoxmyhome.com/siteID (replace ‘siteID’ by the ‘siteID’ you used to register with the ParadoxMyHome service).⤾㹥湤潢樲〷‰⁯扪㰼⽄敳琨䜱〰㤹㠴⤯乥硴′〶‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′〸‰⁒⽔楴汥⣾＀㈀⤀ 䔀渀琀攀爀 礀漀甀爀 愀氀愀爀洀 猀礀猀琀攀洠ᤀ猀 唀猀攀爀 䌀漀搀攀 愀渀搀 䤀倀㄀㔀　 甀猀攀爀 瀀愀猀猀眀漀爀搀 ⠀搀攀昀愀甀氀琀㨀 瀀愀爀愀搀漀砀⤀⸩㸾敮摯扪㈰㠠〠潢樼㰯䑥獴⡇㄰〹㤸㌩⽎數琠㈰㜠〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈰㤠〠刯呩瑬攨﻿1) Enter the IP address assigned to the IP150 in the address bar of your Web browser. If you have used a port other than port 80, you must add [: port number] at the end. (For example, if the port used is 81, the IP address entered should look like t...⤾㹥湤潢樲〹‰⁯扪㰼⽄敳琨䜱〰㤹㜸⤯乥硴′〸‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′㄰‰⁒⽔楴汥⣾＀㔀⤀ 圀栀攀渀 爀攀最椀猀琀爀愀琀椀漀渀 椀猀 挀漀洀瀀氀攀琀攀Ⰰ 礀漀甀 挀愀渀 愀挀挀攀猀猀 琀栀攀 䤀倀㄀㔀　 瀀愀最攀 戀礀 最漀椀渀最 琀漀㨀 眀眀眀⸀瀀愀爀愀搀漀砀洀礀栀漀洀攀⸀挀漀洀⼀嬀匀椀琀攀䤀䐀崩㸾敮摯扪㈱〠〠潢樼㰯䑥獴⡇㄰〹㤷㜩⽎數琠㈰㤠〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈱ㄠ〠刯呩瑬攨﻿4) Enter the requested information. Enter a unique SiteID for the module.⤾㹥湤潢樲ㄱ‰⁯扪㰼⽄敳琨䜱〰㤹㜶⤯乥硴′㄰‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′ㄲ‰⁒⽔楴汥⣾＀㌀⤀ 匀攀氀攀挀琀 刀攀最椀猀琀攀爀 琀漀 倀愀爀愀搀漀砀䴀礀䠀漀洀攀⸩㸾敮摯扪㈱㈠〠潢樼㰯䑥獴⡇㄰〹㤷㔩⽎數琠㈱ㄠ〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈱㌠〠刯呩瑬攨﻿2) Start the Paradox IP Exploring Tools software and right-click the IP150.⤾㹥湤潢樲ㄳ‰⁯扪㰼⽄敳琨䜱〰㤹㜴⤯乥硴′ㄲ‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′ㄴ‰⁒⽔楴汥⣾＀㄀⤀ 䜀漀 琀漀 眀眀眀⸀瀀愀爀愀搀漀砀洀礀栀漀洀攀⸀挀漀洀Ⰰ 挀氀椀挀欀 刀攀焀甀攀猀琀 䰀漀最椀渀 愀渀搀 瀀爀漀瘀椀搀攀 琀栀攀 爀攀焀甀攀猀琀攀搀 椀渀昀漀爀洀愀琀椀漀渀⸩㸾敮摯扪㈱㐠〠潢樼㰯䑥獴⡇㄰〹㔶㐩⽎數琠㈱㌠〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈱㔠〠刯呩瑬攨﻿4) Set any additional information such as port, subnet mask, etc. To find this information, click Start > Programs > Accessories > Command Prompt. Enter command: IPCONFIG /ALL (with space after IPCONFIG).⤾㹥湤潢樲ㄵ‰⁯扪㰼⽄敳琨䜱〰㜱㜲⤯乥硴′ㄴ‰⁒⽐慲敮琠ㄸ㘠〠刯偲敶′ㄶ‰⁒⽔楴汥⣾＀㌀⤀ 刀椀最栀琀ⴀ挀氀椀挀欀 礀漀甀爀 䤀倀㄀㔀　 愀渀搀 猀攀氀攀挀琀 䴀漀搀甀氀攀 猀攀琀甀瀀Ⰰ 猀攀攀 猀挀爀攀攀渀猀栀漀琀 戀攀氀漀眀⸀ 䔀渀琀攀爀 琀栀攀 猀琀愀琀椀挀 䤀倀 愀搀搀爀攀猀猀 礀漀甀 爀攀挀漀爀搀攀搀 椀渀 匀琀攀瀀 ㄀⸀㌀ 漀爀 洀漀搀椀昀礀 琀栀攀 愀搀搀爀攀猀猀 猀漀 琀栀愀琀 椀琀 挀漀爀爀攀猀瀀漀渀搀猀 琀漀 琀栀攀 漀渀攀 礀漀甀 栀愀瘀攀 猀攀氀攀挀琀攀搀 昀漀爀 琀栀攀 䤀倀㄀㔀　⸀ 䔀渀琀攀爀 琀栀攀 䤀倀㄀㔀〠ᤀ猀 瀀愀猀猀眀漀爀搀 ⠀搀攀昀愀甀⸀⸀⸩㸾敮摯扪㈱㘠〠潢樼㰯䑥獴⡇㄰〷ㄶ㠩⽎數琠㈱㔠〠刯偡牥湴‱㠶‰⁒⽐牥瘠㈰㐠〠刯呩瑬攨﻿2) Click Find It. Your IP150 appears in the list.⤾㹥湤潢樲ㄷ‰⁯扪㰼⽄敳琨䜱〰㘵㘰⤯乥硴′㈰‰⁒⽐慲敮琠ㄸ㔠〠刯呩瑬攨﻿1) Ensure that the router is connected properly as indicated in the router’s instructions.⤾㹥湤潢樲ㄸ‰⁯扪㰼⽄敳琨䜱〲〲㘱⤯偡牥湴‱㠵‰⁒⽐牥瘠㈱㤠〠刯呩瑬攨﻿4) In the router’s configuration page, go to the Port Range Forwarding section (also known as “port mapping” or “port redirec	ion.”) Add a service/item, set the Port to 80 and enter the static IP address selected in the previous step for th...⤾㹥湤潢樲ㄹ‰⁯扪㰼⽄敳琨䜱〰㜸㜷⤯乥硴′ㄸ‰⁒⽐慲敮琠ㄸ㔠〠刯偲敶′㈰‰⁒⽔楴汥⣾＀㌀⤀ 䤀渀 琀栀攀 爀漀甀琀攀爠ᤀ猀 挀漀渀昀椀最甀爀愀琀椀漀渀 瀀愀最攀Ⰰ 挀栀攀挀欀 琀栀攀 䐀䠀䌀倀 猀攀琀琀椀渀最猀 ⠀猀挀爀攀攀渀猀栀漀琀 戀攀氀漀眀 洀愀礀 搀椀昀昀攀爀 搀攀瀀攀渀搀椀渀最 漀渀 琀礀瀀攀 漀昀 爀漀甀琀攀爀 甀猀攀搀⤀⸩㸾敮摯扪㈲〠〠潢樼㰯䑥獴⡇㄰〷㌱㤩⽎數琠㈱㤠〠刯偡牥湴‱㠵‰⁒⽐牥瘠㈱㜠〠刯呩瑬攨﻿2) Access your router’s configuration page. Refer to your router’s manual for the exact procedure. In most cases, this is done by entering the router’s static IP address in the address bar of your Web browser. For this instance, we will use 192...⤾㹥湤潢樱‰⁯扪㰼⽃潮瑥湴猠㌠〠刯䍲潰䉯硛〠〠ㄲ㈴‷㤲崯䵥摩慂潸嬰‰‱㈲㐠㜹㉝⽐慲敮琠㄰㐠〠刯剥獯畲捥猠㈠〠刯副瑡瑥‰⽔祰支偡来㸾敮摯扪㈠〠潢樼㰯䕸瑇却慴攼㰯䝓ㄠㄱ㠠〠刾㸯䙯湴㰼⽆ㄠㄱ㈠〠刯䘲‱ㄳ‰⁒⽆㐠ㄲ㤠〠刯䘵‱㌸‰⁒㸾⽐牯捓整嬯偄䘯呥硴⽉浡来䍝⽘佢橥捴㰼⽉洱㌠㐠〠刯䥭ㄴ‵‰⁒⽉洱㔠㘠〠刯䥭ㄶ‷‰⁒⽉洱㜠㠠〠刯䥭ㄸ‹‰⁒⽉洱㤠㄰‰⁒⽉洲〠ㄱ‰⁒⽉洲ㄠㄲ‰⁒㸾㸾敮摯扪㌠〠潢樼㰯䙩汴敲⽆污瑥䑥捯摥⽌敮杴栠ㄱ㌹〾㹳瑲敡洊棞�孳뇮ﯼ諵ࢤ䒊렃穈핸⸞ễ꺔鴇蠄⧬℁騀┱Ａ�從笭肤㓉�놫䘠냮ꮯ彷彾יּカ㞷꼮�☰럋埙듈춌ﻇ䎔騬饍폔�廍쳪해㘋⍳㭿㗡⟪⿺엷❅䱳辧臗㓲䱿徙鴟蛓쉫﵉㒽緯�貚瓾⒤仝ꍦ䦿ኯꙿ㍯ꔝ眥髴㻽⍟汫뎥龑埲倩뗧ᾕﲸ킁鹊繼볽웏ꢡ᥍�ꮝ斩㉡⏃�勵뻽༺두อ驍鳐꧝뻅ᇙᎊሹꅮ뻳͞浕㖝鿑艨芶㝷閟튩굛뾠ត曣佒骠᥍矀䝝�ﴠꄗ햎隙텻廃␬찤领焞㎞餦乥�떭驅춣ꙴ⯔ヶ囆�㉏䎻쪼浥�엒遴슴隽㽉瀎ᦵꥶ曟喋忼ꤞ聒췌큈䅌殡㗰욃倗ዄ늒缒퍪�鼛뻅�䵔�
	2) Enter your alarm system’s User Code and IP150 password (default: paradox).
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